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SCHEDULE OF DRAWINGS
GI0-01 COVER
GI0-02 ARCHITECTURAL LEGEND AND ABBREVIATIONS
GI0-03 ACCESSIBILITY STANDARDS
GI0-04 OVERALL AND PARTIAL THIRD FLOOR LIFE SAFETY PLANS
A1.3.1 DEMOLITION PLANS
A2.3.1 PARTIAL THIRD FLOOR - NEW WORK PLANS
A3.3.1 PHASING PLANS
A8.3.1 INTERIOR ELEVATIONS AND DETAILS
A9.3.1 PARTIAL THIRD FLOOR - FINISH AND EQUIPMENT PLANS
P000 - PLUMBING & FIRE PROTECTION LEGEND
PL101 - PARTIAL THIRD FLOOR - PLUMBING & FIRE PROTECTION DEMO & NEW WORK PLAN
MO0Q0 - HVAC LEGEND & ABBREVIATIONS
MH101 - PARTIAL THIRD FLOOR HVAC DEMO & NEW WORK PLAN
PREPARED BY:
| ED101 - PARTIAL THIRD FLOOR - ELECTRICAL DEMOLITION PLAN
EL101 - PARTIAL THIRD FLOOR - LIGHTING NEW WORK PLAN
EP101 - PARTIAL THIRD FLOOR - POWER NEW WORK PLAN
M+A ARCHITECTS
T000 - TECHNOLOGY LEGEND, ABBREVIATIONS, AND FACE PLATE DETAILS
D101 - PARTIAL THIRD FLOOR — TECHNOLOGY DEMOLITION PLAN
TS101 - PARTIAL THIRD FLOOR - TECHNOLOGY NEW WORK PLAN
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ABV ABOVE E EAST L LENGTH Qr QUARRY TILE
AB. ANCHOR BOLT EA EACH LAB LABORATORY
AC ALTERNATING EC. ELECTRICAL LAM LAMINATE R RISER or PLAN ! ELEVATION ! SECTION ! & DETAIL PLAN 1+ NOALTERNATES AT THIS TIVE NOTE 1: ALL PARTITION WALLS ARE FULL HEIGHT TO DECK ABOVE UNO.
CURRENT CONTRACTOR LAV LAVATORY RESISTANCE (insulation) ,
AC ACOUSTICAL CEILING EE EACH END B POUND RAD RADIUS ASPHALT BRICK BRICK & NOTE 2: PROVIDE PAPERLESS GYPSUM BOARD AND TAPE ON ALL EXTERIOR WALL SURFACES.
AC AMERICAN CONCRETE EF.S. EXTERIOR FINISH LG LONG or LARGE RAF. RESILIENT ATHLETIC SIM PAVING CONCRETE NOTE 3: PROVIDE 16 GA STUDS AT SINK CARRIERS.
| WALL SECTION IDENTIFICATION MASONRY UNIT
INSTITUTE SYSTEM LH LEFT HAND FLOORING @ NOTE 4: REFER TO FLOOR PLAN - WALL TAGS FOR CONSTRUCTION TYPES SCHEDULED ON PROJECT.
ACOUS ACOUSTICAL E.ILFS. EXTERIOR LIN LINEAL RB. RESILIENT BASE DRAWING NUMBER LOCATION ]  CONCRETE. CONCRETE MASONRY CONCRETE
AC.T. ACOUSTICAL CEILING INSULATION & FINISH LINO LINOLEUM R.C.P. REINFORCED e WALL UNIT - HOLLOW MASONRY UNIT -
TILE SYSTEM LKR LOCKER CONCRETE PIPE S SoLID
AD. AREA DRAIN EJ. EXPANSION JOINT LLH. LONG LEG HORIZONTAL RCPT RECEPTACLE r— - j/ 1 DETAIL IDENTIFICATION
ALCOHOL DISPENSER EL ELEVATION LLV. LONG LEG VERTICAL RD. ROOF DRAIN N DRAWING NUMBER LOCATION CONCRETE m INSULATION - ROOF SHINGLES - <1>TYPE RATING FIRE CONSTRUCTION WIDTH
ADJ ADJUSTABLE or ELEC ELECTRICAL LND LAUNDRY RECT RECTANGULAR ' ' PAVING BATT WOOD, ASPHALT TEST
ADJACENT ELEV ELEVATION (view) or LP LOW POINT RECPT RECEPTIONIST ]
AFF. ABOVE FINISH FLOOR ELEVATOR L. RM LIVING ROOM REF REFERENCE L _) ONE LAYER 5/8" FIRECODE WALL BOARD EACH
AGGR AGGREGATE EM. ENTRANCE MAT LT LIGHT REFR REFRIGERATOR - 1A SIDE OF METAL STUDS 16" OC. TO 6" ABOVE A-51/4"
ALUM ALUMINUM EMER EMERGENCY LVL. LAMINATED VENEER REINF REINFORCED or A ADJACENT CEILING UNO (OR CONTINUOUS WITH 12 C
AT ALTERNATE Ep ELECTRICAL PANEL LUMBER REINFORCING ELEVATION IDENTIFICATION 1B DRYWALL CEILING, WHEN APPLICABLE). B B.7 14"
ANOD ANODIZED EQ EQUAL LVR LOUVER / MASONRY REM REMOVE 4 * SECTION/DETAIL - - A-4" STUD  ——
AP. ACCESS PANEL EQPT EQUIPMENT REQD REQUIRED DRAWING NUMBER LOCATION 1 C B-6" ST“UD SEE GEN. NOTES ABOVE C-33/4"
APPROX APPROXIMATE(LY) E.W. EACH WAY M MENS, METER or REQTS REQUIREMENTS 4 | ASPHALTW STT7T] AGGREGATE T 1 CONCRETE C-21/2"STUD
ARCH ARCHITECT(URAL) EW.C. ELECTRIC WATER MIRROR RES RESILIENT FO0:o0  AGGR BASE o200 BASE A
ASPH ASPHALT COOLER MB MARKERBOARD REV REVISION
AUTO AUTOMATIC EXH EXHAUST MBL MARBLE RH RIGHT HAND DOOR NUMBER IDENTIFICATION . — cone © CONCRETE MASONRY.
AVE AVENUE EXG EXISTING MM MILLIMETER RM ROOM BRICK s O otion R ONIT- SoLID
AVG AVERAGE EXP EXPOSED or MAN MANUAL RNG RANGE 101 ROOM NUMBER IDENTIFICATION
AW.C. égousmé WALL EXPAN%ION MAS MASONRY S R.O. ROLéGH OPENING O CONCRETE S5 Tomson I
VERIN EXT EXTERIOR MATL MATERIAL RP. RAISED PANEL (door = EARTH SUBGRADE
MAX v AXIMUM( ) RR RALLROAD (door) @ WINDOW IDENTIFICATION MASONRY UNIT //\//\ —
B/ BOTTOM OF F/ FACE OF M.C. MECHANICAL RT. RESILIENT TILE or
B&B BALLED & BURLAPED FA. FIRE ALARM CONTRACTOR or RUBBER TILE @ PARTITION TYPE GYPSUM INSULATION - INSULATION 3A ONE LAYER 5/8" FIRECODE WALL BOARD EACH
BC BOTTOM OF CURB FAB FABRICATE or MEDICINE CABINET RIW RIGHT OF WAY BOARD/SHEATHING m BATT -RIGID Sl[())EO(F){FO’\éEFIé(IS FSTDlé%i 1A6é C()DVCE. TgEli\th;EoF;SL\E'LED A-5 14"
BD BOARD FABRICATED M.D. MEDIUM DENSITY 0 HOUR FL .
BFF. BELOW FINISH FLOOR F.D. FLOOR DRAIN M.D.0. MEDIUM DENSITY s SOUTH B EXISTING COLUMN LINE IDENTIFICATION SLYIO0D e OOD.- ROUGH FULL - BOTTOM TO DECK/FLOOR FOR SOUND AND d BERA
BITUM BITUMINOUS FDC FIRE DEPARTMENT OVERLAY SAN SANITARY A PARTICLE BOARD / - gﬁgﬂ CONTINUOUS 3B HEIGHT SMOKE CONTROL. INCLUDE SOUND
BL. BORROWED LIGHT CONNECTION ME MEDICAL EQUIPMENT S.C. SOLID CORE ATTENUATION BLANKET. o33
BLDG BUILDING FDN FOUNDATION MECH MECHANICAL or S.CONC SEALED CONCRETE 3C A-4" STUD SEE GEN. NOTES ABOVE
BLK BLOCK FDV FIRE DEPARTMENT MECHANICALLY SCH SCHEDULE @ - NEW COLUMN LINE IDENTIFICATION WOOD - ROUGH B-6'STUD
BLKG BLOCKING VALVE MED MEDIUM SD. SOAP DISPENSER BLOCKING C-21/2"STUD
BM BEAM or BENCH MARK FE. FIRE EXTINGUISHER MEMB MEMBRANE SECT SECTION
BN BULLNOSE FE.C. FIRE EXTINGUISHER MEZZ MEZZANINE SF. SQUARE FOOT DESCRIPTION
BOT BOTTOM CABINET MFR MANUFACTURER SH SHELF —-—- 4¢W ELEVATION TARGET
BP BID PACKAGE FF. EL. FINISHED FLOOR MH MANHOLE SHR SHOWER
BRDG BRIDGING ELEVATION MICRO MICROWAVE SHT SHEET
BRG BEARING FG FIBERGLASS MIL MIL (.001") SHTG SHEATHING
BRKMTL  BRAKE METAL FH. FIRE HYDRANT MIN MINIMUM or MINUTE SIM SIMILAR CEVISED DRAUIING AREA ELEVAT|ON
B.RM BEDROOM FH.C. FIRE HOSE CABINET MIR MIRROR SN. STAIRNOSING — :
BRK BRICK FIN FINISH MISC MISCELLANEOUS SND. SANITARY NAPKIN EE=sa) BRICK —1\ | CONGRETE MASONRY o 2ONRY UNIT
BSMT BASEMENT FIXT FIXTURE MKBD MARKER BOARD DISPENSER REVISION NUMBER A \
B.UR. BUILT-UP ROOFING FLR FLOOR M.O. MASONRY OPENING SNR. SANITARY NAPKIN / ST [ 1
B.W. BOTH WAYS FLSH FLASH MS METAL STUD(S) RECEPTACLE SE=m=== 1
FLSHG FLASHING MTD MOUNTED SP SPACE or SPACES
CAB CABINET FLUOR FLUORESCENT MTG MOUNTING SPEC SPECIFICATION
CAL CALIPER F.P. FIRE PROTECTION MTL METAL SPKR SPEAKER ELES. STUCCO GLASS.- GLASS.-
CB CHALKBOARD FR. FIRE RATED MTP METAL TOILET SPRNK SPRINKLER ’ VISION SPANDREL
CB. CATCH BASIN FRG FURRING PARTITION(S) sQ SQUARE 7
ccT CUBICLE CURTAIN FRP. FIBERGLASS MUL MULLION SS. STAINLESS STEEL 4
TRACK REINFORCED PLASTIC MW MILLWORK S.SM. SOLID SURFACE SYM BOLS
CE CIVIL ENGINEER FRPF FIREPROOF MATERIAL s D
CEM CEMENT FRT. FIRE RETARDANT N NORTH ST. STAIR TREAD p ANGLE
CER CERAMIC TREATED N.A. NOT APPLICABLE STA STATION @ AT METAL PANEL METAL ROOF SIDING -
CFCl CONTRACTOR FRTW. FIRE RETARDANT NC NURSE CALL STD STANDARD ¢ CENTERLINE WOOD, VINYL,
FURNISHED / TREATED WOOD NEG NEGATIVE STL STEEL f gg\g"NEg Emj&é’;’j‘) ALUMINUM
CONTRACTOR FT FOOT or FEET N.I.C. NOT IN CONTRACT STM STORM
INSTALLED FTG FOOTING NO NUMBER / STN STAINED
CFMF. COLD-FORMED METAL FURN FURNACE or FURNITURE NORMALLY OPEN/MAS. STOR STORAGE
FRAMING FURR FURRING NOM NOMINAL STRUCT STRUCTURAL i STone STonE e
CG. CORNER GUARD FUT FUTURE N.T.S. NOT TO SCALE SUSP SUSPENDED ! :
CH COAT HOOK FV. FIELD VERIFY SV, SHEET VINYL %@ R UNCOURSED
CHBC CHALK BOARD FVC FIRE VALVE CABINET OA OVERALL SVT. SOLID VINYL TILE = (L)
Cl. CAST IRON FW.C. FABRIC WALL 0C. ON CENTER S.WB. SECONDARY WATER- [
CIP CAST IN PLACE COVERING 0.D. OUTSIDE DIAMETER RESISTIVE BARRIER
(CONCRETE) OFCI OWNER FURNISHED: SY. SQUARE YARD
CJ. CONTROL JOINT G GAS CONTRACTOR SYM SYMMETRICAL ROOF SHINGLES -
CcL CLOSET GA GAUGE INSTALLED SYS SYSTEM — WOOD, ASPHALT
CLG CEILING GALV GALVANIZED OFF OFFICE - ’
CLKG CAULKING GB. GRAB BAR or GROUND OFOI OWNER FURNISHED; T TREAD or TEMPERED
CLL CONTRACT LIMIT LINE BOX OWNER INSTALLED T/ TOP OF —
CLO CLOSET GC. GENERAL CONTRACTOR OH. OPPOSITE HAND B TACKBOARD
CLR CLEAR GFRC. GLASS FIBER 0/0 OUT TO OUT TB. TOWEL BAR
CM CONSTRUCTION REINFORCED OPNG OPENING T&B TOP AND BOTTOM
MANAGER CONCRETE OPP OPPOSITE TD. TOWEL DISPENSER
C.M.U. CONCRETE MASONRY GFRG. GLASS FIBER ORIG ORIGINAL TEL TELEPHONE
UNIT REINFORCED GYPSUM 0.S.B. ORIENTED TEMP TEMPORARY
CNTR COUNTER GM. GLASS-MAT STRAND BOARD TER TERRAZZO
C.O. CLEAN OUT GL GLASS OVHD OVERHEAD TFMR TRANSFORMER
coL COLUMN GND GROUND OVHG OVERHANG T8G TONGUE AND GROOVE
COMP COMPACT (ED) GR GRADE oW, OPERABLE WALL THK THICK GENERAL NOTES
CONC CONCRETE GYP GYPSUM 0z OUNCE THRU THROUGH
CONF CONFERENCE GYPWB  GYPSUM WALLBOARD T TOILET 1. ALL WORK SHALL BE IN STRICT ACCORDANCE WITH ALL FEDERAL CODES AND GUIDELINES. REPORT ANY CONFLICTS OR INCONSISTENCIES TO THE ARCHITECT BEFORE PROCEEDING WITH ANY WORK.
CONN CONNECT or PART PARTITION TPD. TOILET PAPER 2. OBTAIN ANY MISSING DIMENSIONS OR INFORMATION FROM THE ARCHITECT PRIOR TO PROCEEDING WITH THE WORK. DO NOT SCALE ANY DRAWINGS.
CONNECTION , PAVMT PAVEMENT DISPENSER 3. SOME DETAILS, SYSTEMS, AND MEANS OF CONSTRUCTION ARE SHOWN TYPICALLY FOR A SINGLE CONSTRUCTION. WITH REASONABLE MODIFICATION THEY CAN BE APPLIED TO ALL REMAINING SIMILAR DETAILS
CONST CONSTRUCTION H HIGH (vertical length) PB PARTICLEBOARD TS. TRANSITION STRIP BY THE CONTRACTOR.
CONT CONTINUOUS HB. HOSE BIBB PC PRECAST v TELEVISION 4. CONTRACTOR SHALL VISIT THE SITE PRIOR TO BIDDING TO DETERMINE THE ACTUAL SITE CONDITIONS.
CONTR CONTRACTOR HC. HOLLOW CORE P.C. PLUMBING CONTRACTOR TYP TYPICAL 5. CUTTING AND PATCHING SHALL BE THE RESPONSIBILITY OF EACH CONTRACTOR REQUIRING SUCH WORK.
COORD COORDINATE HCP HANDICAPPED PCC PRECAST CONCRETE 6. EACH CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION OF HIS OWN WORK UNTIL FINAL ACCEPTANCE. ALL ASSEMBLIES ARE DESIGNED TO BE SELF- SUFFICIENT WHEN IN PLACE AND SHOULD HAVE
CORR CORRIDOR HD. HEAVY DUTY or PCPLAS PORTLAND CEMENT UG UNDERGROUND NECESSARY MEANS OF TEMPORARY PROTECTION PRIOR TO FINAL COMPLETION.
CPD CARPET PAD HIGH DENSITY PLASTER UL. UNDERWRITERS 7. EACH CONTRACTOR SHALL BE RESPONSIBLE FOR DAILY REMOVAL OF HISHHER SPOILS, CUTTINGS, DROPPINGS, EXCESS MATERIAL AND DEBRIS.
CPT CARPET HDWD HARDWOOD PEMB. PRE-ENGINEERED LABORATORIES INC 8. IN THE EVENT THAT A CONFLICT OF RESPONSIBILITY OCCURS FOR A PART OF THE WORK, THE CONTRACTOR WHO IS RESPONSIBLE FOR THE CSI SPECIFICATION DIVISION IN WHICH THE WORK IS CUSTOMARILY
CR/IKP CARD READER / KEY HDWR HARDWARE METAL BUILDING UNFIN UNFINISHED PLACED WILL PERFORM THE WORK.
PAD HK HOOK PERF PERFORATED UNI UNISEX 9. ALL COORDINATION SHALL BE THE RESPONSIBILITY OF THE GENERAL CONTRACTOR OR HIS DESIGNEE.
CRS COURSE H.M. HOLLOW METAL PERM PERMANENT UN.O. UNLESS NOTED 10. FIELD VERIFY ALL DIMENSIONS REQUIRED FOR EQUIPMENT PRIOR TO INSTALLATION. COORDINATE LAYOUT WITH OWNER TO ACCOMMODATE ACTUAL SIZES NEEDED.
CT. CERAMIC TILE HORIZ HORIZONTAL PERP PERPENDICULAR OTHERWISE 11. ALL CONTRACTORS SHALL BE RESPONSIBLE FOR COMPLYING WITH ALL FEDERAL, STATE, AND LOCAL SAFETY REQUIREMENTS. IT IS THE SOLE RESPONSIBILITY OF THE CONTRACTORS TO INITIATE, MAINTAIN,
CTOP COUNTERTOP HP HORSE POWER or HIGHPOINT ~ PL PLATE UR URINAL AND SUPERVISE ALL SAFETY MEASURES, PRECAUTIONS, AND PROGRAMS IN CONNECTION WITH THE WORK. ALL WORK TO BE PERFORMED IN STRICT ACCORDANCE WITH ALL GOVERNING CODES AND ORDINANCES,
CTR CENTER HR HANDRAIL or HOUR P.L. PROPERTY LINE UTIL UTILITY INCLUDING BUT NOT NECESSARILY LIMITED TO THOSE LISTED ON SHEET GI0-04.
CTSK COUNTERSUNK or HT HEIGHT PLAS PLASTIC 12. THE ARCHITECT AND ENGINEERING CONSULTANTS SHALL NOT BE RESPONSIBLE FOR THE MEANS, METHODS, PROCEDURES, TECHNIQUES, OR SEQUENCES OF CONSTRUCTION NOT HEREIN SPECIFIED.
COUNTERSINK HVAC HEATING, VENTILATION, PLLAM PLASTIC LAMINATE VB. VAPOR BARRIER 13. ALL EQUIPMENT SHOWN DIAGRAMMATICALLY ONLY. PROVIDE DETAILED DESIGN AS WELL AS ALL INTEGRATED SYSTEM REQUIREMENTS PRIOR TO FABRICATION AND OR INSTALLATION.
CU CUBIC AIR CONDITIONING PLMG PLUMBING V.CT. VINYL COMPOSITION 14. PROVIDE TRANSITION STRIPS AT ALL FLOOR INTERSECTIONS OF DIFFERENT MATERIALS, EXCEPT AS MAY BE PROVIDED OTHERWISE BY OWNER DIRECTION.
cw CASEWORK HW HEAD WALL PLXG PLEXIGLASS TILE 15.  ALL EQUIPMENT, MILLWORK, AND CABINETRY ARE SHOWN DIAGRAMMATICALLY ONLY. PROVIDE DETAILED DESIGN AS WELL AS ALL MECHANICAL AND ELECTRICAL AND/OR REQUIREMENTS PRIOR TO
PLYWD PLYWOOD VEND VENDING FABRICATION/INSTALLATION.
Db DECIBEL 1.D. INSIDE DIAMETER PNT PAINTED(ED) VERT VERTICAL 16. PROVIDE BLOCKING IN WALLS, AS REQUIRED, IN ORDER TO SECURE ALL EQUIPMENT, ACCESSORIES, HANDRAILS, HARDWARE, CASEWORK, ETC. COORDINATE WITH APPROPRIATE TRADE AND/OR
DBL DOUBLE IN INCH POLY POLYETHYLENE VEST VESTIBULE MANUFACTURER AND THE CORRESPONDING INSTALLATION AGENT. BLOCKING TO IS NOT NECESSARY FOR WALL MOUNTED BIOHAZARD CONTAINERS, SHARPS BOX CONTAINERS, SOAP DISPENSERS, GLOVE
DC DIRECT CURRENT INSUL INSULATION or PORT. PORCELAIN TILE V.IF. VERIFY IN FIELD DISPENSERS OR TOWEL DISPENSERS.
DEMO DEMOLISH or INSULATED POS POSITIVE VIN VINYL 17. REFER TO THE SPECIFIC SCHEDULES FOR DESCRIPTIONS OF DOOR TYPES, GLASS TYPES, HARDWARE SETS AND ACCESSORIES.
DEMOLITION INT INTERIOR PP PUSH PLATE VR. VAPOR RETARDER 18. DIFFERENT FLOOR MATERIALS SHALL MEET UNDER THE CENTERLINE OF DOORS UNLESS NOTED OTHERWISE.
DEPT DEPARTMENT IP IRON PIPE PR PAIR V.W.C. VINYL WALL COVERING 19. SEPARATE DISSIMILAR METALS TO PREVENT CORROSION CAUSED BY ELECTROLYTIC ACTION OR OTHER CAUSES AS RECOMMENDED BY THE RESPECTIVE PRODUCT MANUFACTURER/SUPPLIER.
DET DETAIL PREENG PRE-ENGINEERED V.W.F. VINYL WALL FABRIC 20. CONTRACTOR IS RESPONSIBLE FOR FIELD VERIFYING ALL CONDITIONS, BEFORE PROCEEDING WITH ANY WORK ALL DISCREPANCIES BETWEEN FIELD CONDITIONS AND DRAWINGS SHALL BE REPORTED TO A/E
D.F. DRINKING FOUNTAIN JAN JANITOR PREFAB PREFABRICATED BEFORE PROCEEDING WITH ANY WORK.
DIAM DIAMETER JST JOIST PREFIN PREFINISHED w WIDTH, WEST, WATER, 21. WORK MAY BE REQUIRED TO BE PERFORMED OFF-HOURS. VERIFY WORK HOURS REQUIREMENTS WITH THE OWNER AND INCLUDE COSTS FOR SAME IN BID.
DIAG DIAGONAL JT JOINT PT POINT or WIDE FLANGE 22. ERECT DUST BARRIERS AS REQUIRED TO PREVENT TRANSFER OF CONSTRUCTION DUST TO NEIGHBORING SPACES. PROVIDE ALL CONTAINMENT AND INFECTION CONTROL PROTOCOLS REQUIRED BY THE
DIM DIMENSION PT TRTD PRESERVATIVE W/ WITH OWNER.
DISP DISPENSER KE KITCHEN EQUIPMENT TREATED W.C. WATER CLOSET 23. CUTTING AND PATCHING SHALL BE THE RESPONSIBILITY OF EACH CONTRACTOR REQUIRING SUCH WORK. REFER TO GENERAL CONDITIONS.
DK DARK KIT KITCHEN PTD PAINTED WD WOOD 24. ALL RATED FIRE ASSEMBLIES MUST HAVE THE PROPER U.L. RATING. IF WORK HEREIN REQUIRES CUTTING OF EXISTING RATED ASSEMBLIES, THEN PATCHING SHALL CONFORM TO THE ORIGINAL OR
DN DOWN K.D. KNOCK DOWN or P.TD. PAPER TOWEL wil WITHIN LATEST REQUIREMENTS OF THE RELEVANT U.L. RATING. REFER TO THE SPECIFICATIONS FOR MORE INFORMATION.
D.O. DOOR OPENING KILN-DRIED DISPENSER WIo WITHOUT 25. ALL CONTRACTORS SHALL REFER TO MECHANICAL, ELECTRICAL, PLUMBING AND F,F&E DRAWINGS FOR INFORMATION PERTAINING TO THAT SPECIFIC TRADE, WHICH MAY IMPACT THEIR TRADE'S WORK.
DP DEEP K.O.P. KNOCK OUT PANEL PTD.R. PAPER TOWEL WP WATERPROOF FIELD VERIFY & COORDINATE PLACEMENT OF ALL RESPECTIVE M/E/P FIXTURES AND/OR F,F&E ITEMS, AND REPORT ALL DISCREPANCIES TO A/E BEFORE PROCEEDING WITH WORK.
DR DOOR, DRIVE or DISPENSER WR. WATER RESISTANT 26. DO NOT DEMOLISH ANYTHING NOT SPECIFICALLY NOTED ON THESE PLANS. IF CONCEALED ITEMS ARE DISCOVERED IN EXISTING WALLS (OR OTHER CONSTRUCTION ASSEMBLIES) GENERALLY NOTED AS
DRAPERY ROD WITH RECEPTACLE W.RB. WATER-RESISTIVE "TO BE DEMOLISHED," THEN DO NOT PROCEED WITH DEMOLITION WITHOUT RECEIVING CONSENT FROM THE ARCHITECT (AND THE CONSULTING ENGINEER, WHEN APPLICABLE).
DS DOWNSPOUT PTN PARTITION BARRIER 27. IF DIRECTIONS ON THESE PLANS CONFLICT WITH DIRECTION ESTABLISHED BY THE OWNER, THEN CONTACT THE OWNER OR THE ARCHITECT FOR CLARIFICATION PRIOR TO PROCEEDING WITH THE WORK.
DW DISHWASHER P.TR. PAPER TOWEL WSCT WAINSCOT 28. ABIDE BY ALL OWNER'S TYPICAL REQUIREMENTS REGARDING TEMPORARY FACILITIES, INFECTION CONTROL, JOBSITE ACCESS AND SECURITY, AND ALL OTHER APPLICABLE TYPICAL OWNER REQUIREMENTS.
DWG DRAWING RECEPTACLE WT WEIGHT
PTS PNEUMATIC W.W.F. WELDED WIRE FABRIC
TUBE STATION
P.V.C. POLYVINYL CHLORIDE YD YARD
Y.D. YARD DRAIN
THE ABBREVIATIONS, MATERIAL, INDICATIONS, DRAWING SYMBOLS AND DIMENSIONING METHODS SHOWN ON THIS DRAWING APPLY TO THE ARCHITECTURAL DRAWINGS ONLY.
REFER TO THE SITE SURVEY, SITE DEVELOPMENT, LANDSCAPING, STRUCTURAL, PLUMBING, MECHANICAL, AND ELECTRICAL DRAWINGS FOR INFORMATION SPECIFIC TO THOSE DRAWINGS.
SEVERAL ABBREVIATIONS HAVE MORE THAN ONE MEANING. CONTACT THE ARCHITECT FOR CLARIFICATION IF THE NOTE CONTEXT DOES NOT CLEARLY INDICATE THE INTENDED USAGE.
ABBREVIATIONS ARE LISTED IN ALPHABETICAL ORDER, NOT THE WORDS THEY REPRESENT.

CONSULTANTS:

. Engineering Ltd.

ARCHITECT/ENGINEERS:

Drawing Title

J 775 Yard Street, Suite 325
Columbus, Ohio 43212

ARCHITECTURAL LEGEND AND
ABBREVIATIONS

Project Title

Expand Specimen
Collection Area

Project Number

757-17-207

Office of

Building Number

1A

Facilities

Construction and

Management

A

J:\15038 VA IDIQ CBUS Expand Specimen Collection\$Active Docs\$Current Docs\Drawings\15038 VA IDIQ CBUS Expand Specimen Collection.rvt

CONTRACT DOCUMENTS - BID SET 7/10/15 n a m l Facility Enaineerin Con sultants Approved: Location Drawing Number
CONTRACT DOCUMENTS - 100% 6/10/15 " Y ENg J JperaTe i CHALMERS P. WYLIE VA AMBULATORY CARE CENTER Columbus VA
855 Grandview Avenue, 3rd Floor Columbus, OH 43215 . Chalmers P. Wylie Ambulatory Care Center
CONTRACT DOCUMENTS - 90% REVIEW SET 5/15/15 Phone: (614) 443-1178 Fax: (614) 443-1594 < www.ma-architects.com Date Checked By: Drawn By: G | O — O 2
Email: dynamix@dynamix-ltd.com @@E@@U’ﬁm@@ﬁ off
DESIGN DEVELOPMENT - 60% REVIEW SET 4/10/15 DEL # 130066
e MARK R. HOLLERN #8833 10 JULY 2015 ds mrh Veterans Affairs
Revisions: Date EXPIRATION DATE 12-31-2015




D

or

eighth inc

J:\15038 VA IDIQ CBUS Expand Specimen Collection\$Active Docs\$Current Docs\Drawings\15038 VA IDIQ CBUS Expand Specimen Collection.rvt

NS}
C

FORWARD APPROACH

2'-10"MAX
~

g
)
Lo |
Twi
&/M
Z
N
\\

2'-3"MIN

N
MIN \
11" 6" N
MIN ~ MIN
(%) CLEAR FLOOR SPACE A
NOTE: THE CLEAR FLOOR SPACE SHALL BE 32 2'-1"MAX

PERMITTED TO INCLUDE KNEE AND TOE
CLEARANCES

NOTE: CLEAR FLOOR WIDTH AT KNEE AND
TOE CLEARANCE SPACE SHALL BE 2'-8"
MINIMUM. ADDITIONAL SPACE BEYOND KNEE

" . AND TOE CLEARANCES SHALL BE PERMITTED
u I I n q O C S BENEATH ELEMENTS.
W

() KNEE AND TOE CLEARANCES ~ (31) CIRCULAR TURNING SPACE

NOTE: THE TURNING SPACE SHALL BE

PERMITTED TO INCLUDE KNEE AND TOE

CLEARANCES

T-SHAPED TURNING SPACE

~

14
MIN

3-11" MAX
3-7"MAX

4 5
. 5' - 2'MINIMUM .
1 1
U7 777777777/ |
| |
| | =
=) -~
| | o2
| | 7 = = |
| B 5
0| <
| 4 s g = x =
| | = &
=
I I = vE
Wil ek g | =
T
1-0" { 3.2 {1'-0"
MINIMUM MINIMUM MINIMUM

NOTE: THE TURNING SPACE SHALL BE
PERMITTED TO INCLUDE KNEE AND TOE
CLEARANCES ONLY AT EITHER BASE OR THE
END OF EITHER ARM

Lo

MAX

U

210" MAX
2-3"MIN

= S
@

e

I
1'-8" MAX
*>1'-8"TO 2-
1" MAX

3-11" MAX
“3-7" MAX

210" MAX
|

| 10" MAX
*>10"TO
2.0

(%)OBSTRUCTED HIGH SIDEREACH ~ (35) ENVIRONMENTAL CONTROL HEIGHTS

o

=
=3
La
. s @ [AREAOF | -
- Y il o, | REFUGE
= 4
a |8 5 2
] << é =A%)
= L 512
(&) o < 2 9
2 |92 DIMENSIONS ARE TO THE TOP 5 z|o
2 |G OF THE OPERABLE PART, w2
o2 |2 NOT THE & OF THE DEVICE 5l 2le z|Z
53 |5 S ==
@ Dy =
_ 2 i
E: ; ] DIMENSIONS IS TO THE BOTTOM 5 z2 T
=S OF THE LOWER RECEPTACLE, % g S
» |[BIS NOT THE & OF THE OUTLET = =%
: = <
T —;,_ 2

OUTLETS, SWITCHES, &

SIGNAGE HEIGHT

() UNOBSTRUCTED FORWARD REACH UNOBSTRUCTED SIDE REACH () OBSTRUCTED HIGH FORWARD REACH
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ACCESSIBLE GUIDLINES, 2010 EDITION AS
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PROJECT. CONTRACTOR SHALL REVIEW
ALL DIAGRAMS PRIOR TO LAYOUT AND VERIFY|
ALL CLEAR AREAS, MOUNTING HEIGHTS, AND
OTHER CLEARANCES AS SHOWN ARE
PROVIDED. MATERIALS, PRODUCTS AND SIZES
OF FIXTURES AND EQUIPMENT SHOWN MAY
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MATERIALS SPECIFIED IN THE ARCHITECTURAL
DRAWINGS. REFER TO THE ACTUAL PRODUCT
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NOTE: EXISTING AND NEW SUITE PARTITION
WALLS ARE TYPICALLY FULL HEIGHT NON-RATED
AND SMOKE TIGHT

LIFE SAFETY DEVICES LEGEND

CODE DATA INFORMATION

EXIT DOOR (EXG)

4@ FIRE EXTINGUISHER AND CABINET (EXG)

PROJECT DESCRIPTION:
RENOVATION OF A PORTION OF THE EXISTING THIRD FLOOR PLAN

CODE SUMMARY:
SITE ZONING: EXISTING UNAFFECTED

BUILDING DESIGN DATA:
-20121BC
- USE GROUP: B - BUSINESS
- CONSTRUCTION TYPE: 1A/NFPATYPE 1 (442)

— [ _|| TYPE OF WORK PROPOSED:
| 0N/ | q L INTERIOR ALTERATION
‘ A \/\ -
] > 1< AREA OF REMODELED WORK INTHIS PACKAGE ~ AREA  OCCUPANTS
| % | . FIRST FLOOR RENOVATION 829 SF 9
[ N\
S N % N ADDITIONAL APPLICABLE DESIGN CODES
/ D NFPA 10 STANDARD FOR PORTABLE FIRE EXTIGUISHERS (2013 EDITION)
\ NFPA 13 FIRE SUPPRESSION (2013 EDITION)
RN NFPA 70 2014 NEW (NATIONAL ELECTRIC CODE)
- | > —~ D NFPA 70E STANDARD FOR ELECTRICAL SAFETY IN THE WORKPLACE 2012
EXISTING TOILET | SPECIMEN NFPA 72 FIRE ALARM SYSTEM (2010 EDITION)
= — ECTION
iy ‘coui NFPA 101 LIFE SAFETY CODE, 2012 (LSC)
= eusme 2 S ASHRAE 90.1 - 2010
————| CORRIDOR e — —\ 7sF D ASHRAE 62.1 - 2010
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:E -+ | / EXISTING NO. OF EXITS PROVIDED
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DEMOLITION PLAN GENERAL NOTES

(o1e) EXSTING )
) (04

A.  REGARDLESS OF SPECIFIC DEMOLITION NOTED HERE, THE CONTRACTORS SHALL
PERFORM ALL DEMOLITION AS REQUIRED FOR NEW CONSTRUCTION.

B. REGARDLESS OF SPECIFIC INFORMATION NOTED HERE AND ON NEW WORK PLANS,
THE CONTRACTORS SHALL PATCH ANY DEMOLISHED AREAS AS REQUIRED FOR
"AS NEW" FINAL APPEARANCE, IF NOT OTHERWISE SPECIFICALLY DIRECTED ON
NEW WORK PLANS AND / OR IN THE SPECIFICATIONS. VERIFY FINISH INFORMATION
FOR ANY SUCH WORK WITH THE ARCHITECT PRIOR TO STARTING.

C. DO NOT DEMOLISH CONCEALED MECHANICAL OR ELECTRICAL SERVICES THAT
ARE NOT SPECIFICALLY CALLED OUT FOR DEMOLITION ON THE ENGINEERING
DRAWINGS WITHOUT FIRST VERIFYING WITH AND RECEIVING WRITTEN DIRECTION
FROM THE ARCHITECT.

D. EXISTING FLOORING VARIES - FIELD VERIFY EXISTING CONDITIONS DURING THE

PRE-BID WALK THROUGH AGAINST REQUIREMENTS FOR NEW FLOORING SHOWN
SPECINEN ON THE NEW WORK / FINISH PLANS. THE EXISTING CONCRETE FLOOR SHALL BE
COLLECTIO | PATCHED / LEVELED / PREPARED AS REQUIRED PRIOR TO INSTALLATION OF NEW
' i FLOORING.

SPECIMEN
COLLECTION

3A033

E.  WHERE INSTALLING NEW WALL FINISH/PROTECTION OR FLOORING, OR WHERE
OTHER NEW WORK REQUIRES IT, REMOVE EXISTING-TO-REMAIN MECHANICAL AND
ELECTRICAL FIXTURES AND ACCESSORIES, CLEAN AS NECESSARY, AND RE-INSTALL
"AS NEW" OVER CONTINUOUS NEW WALL OR FLOOR FINISH.

F. WHERE NEW SPRINKLERS ARE BEING INSTALLED, G.C. SHALL DEMOLISH AND
PATCH EXISTING HARD CEILINGS AND WALLS AS REQUIRED TO ACCOMMODATE
THAT WORK. CONSULT SPRINKLER DRAWINGS AND SPRINKLER CONTRACTOR
FOR EXTENT OF REQUIRED WORK.

G. SEE SHEET GI0-02 FOR LEGEND REGARDING EXISTING TO REMAIN (ETR), EXISTING
TO BE DEMOLISHED, AND NEW WORK ITEMS.

L

H. REMOVE EXISTING SLAB AS NECESSARY FOR NEW PLUMBING. SEE PLUMBING
DRAWINGS. PATCH FLOOR TO BE LEVEL IN PREPARATION FOR NEW FINISHES.

llZaND

J.  SEE FIRE PROTECTION, PLUMBING, MECHANICAL, AND ELECTRICAL DRAWINGS FOR
ADDITIONAL DEMOLITION NOTES.

-

[
|
|

K. PROTECT THE FINISH OF THE DESIGNATED CONSTRUCTION ELEVATOR'S
FLOOR, CEILING AND WALL SURFACES AND ITS CONTROLS.

]

L. PROTECT THE EXISTING FINISHES ON THE GROUND AND FIRST FLOOR OF THE
EXISTING AREAS FROM ANY CONSTRUCTION OR DELIVERIES. REPAIR WITH
LIKE MATERIALS IF DAMAGED DURING CONSTRUCTION.

.

EXISTING FLOORING = ALL VISIBLE FINISHED FLOORS SUCH AS CARPET AND/OR
TILE AND ALL HIDDEN FINISHES UNDER VISIBLE FLOORS SUCH AS TILES UNDER
CARPETED AREAS (INCLUDING MULTIPLE LAYERS). REMOVE ALL EXISTING FLOOR
FINISHES DOWN TO THE CONCRETE FLOOR SLAB.

[
|
|
|

N.  OWNER TO REMOVE ALL FURNITURE, ARTWORK AND MOVABLE EQUIPMENT PRIOR
TO THE START OF CONSTRUCTION.

L1 1

T S—— >

T_
éf

P.  CONTRACTOR IS RESPONSIBLE TO REMOVE ALL REMAINING WALL HUNG ITEMS,
INCLUDING TOILET ACCESSORIES, MIRRORS, MARKERBOARDS, TACKBOARDS,
CHALKBOARDS, PROJECTION SCREENS, FIRE EXTINGUISHER CABINETS, FIRE
EXTINGUISHERS, WINDOW BLINDS, ROOM SIGNS, ETC.

R. PATCH ALL RATED PARTITION WALLS TO REMAIN IN PROJECT AREA. FIRE STOP
ANY OPENINGS IN PARTITIONS. SEE LIFE SAFETY DRAWINGS FOR RATED PARTITIONS.

S.  SEE PROJECT MANUAL FOR REQUIREMENTS REGARDING DUST CONTROL,
INCLUDING TEMPORARY DUST PARTITIONS, AND THE PROTECTION OF SMOKE
DETECTORS. SEE FIRE PROTECTION NOTES.

T. SEE PHASING DRAWINGS TO COORDINATE WORK NEXT TO AREAS REMAINING
IN OPERATION DURING CONSTRUCTION.

DEMOLITION CODED NOTES

D1 EXISTING TO REMAIN
D2 REMOVE PORTION OF EXISTING PARTITION WALL.

m Dartlal th"-d ﬂoor _ dem0||t|0n Dlan ~ part|a| th|rd ﬂoor - GC dem0||t|0n ~ D3 \I;{V%h/FL?(VFI; LRS-OR, FRAME AND HARDWARE. SALVAGE HARDWARE TO REINSTALL PER NEW

A131/) tw=ro m plan D4 REMOVE EXISTING CORNER GUARD. SALVAGE TO REINSTALL.
IEYVRIET D5 REMOVE EXISTING BORROWED LITE WINDOW AND FRAME.

D6 OWNER TO REMOVE EXISTING COUNTERS AND WALL MOUNTED RAILS BEFORE
CONSTRUCTION.

D7 OWNER TO REMOVE EXISTING WALL HUNG FLIPPER DOOR CABINETS AND WALL RAILS.
D8 REMOVE EXISTING WALL SINK. SEE PLUMBING DRAWINGS.
D9 REMOVE EXISTING EYE WASH. SEE PLUMBING DRAWINGS.
D10 REMOVE EXISTING PC WALL BRACKETS. SALVAGE AND REINSTALL PER NEW WORK PLAN.
D11 REMOVE EXISTING TV WALL MOUNTING BRACKET.
D12 EXISTING PC WALL MONITOR TO REMAIN.
D13 REMOVE EXISTING FLOORING AND INTEGRAL ROOM BASE FROM ROOM.
D14 EXISTING WINDOW TO REMAIN.
D15 REMOVE PORTION OF EXISTING FLOORING AND PREP FOR NEW FLOORING.
D16 REMOVE PORTION OF EXISTING CEILING FOR NEW CEILING.

D17 OWNER TO REMOVE EXISTING WALL MOUNTED DISPLAY BOARDS ON THIS PARTITION WALL
PRIOR TO DEMOLITION OF WALL BY CONTRACTOR.

D18 MODIFY END OF EXISTING HANDRAIL TO EXTEND PER NEW WORK PLAN.

D19 REMOVE PORTIONS OF EXISTING CEILINGS IN CORRIDORS AND ROOMS FROM THE MAIN
WORK AREA TO THE ELECTRICAL AND DATA CLOSETS IDENTIFIED ON THE ELECTRICAL
DRAWINGS. REPLACE REMOVED PORTIONS OF CEILINGS TO MATCH EXISTING.

D20 LOCATION OF NEW OR EXISTING PLUMBING ABOVE; SEE PLUMBING DRAWINGS. SLEEVE
PENETRATIONS THROUGH FLOOR ABOVE AND INSTALL FIRE STOPPING. REMOVE PORTIONS
OF EXISTING CEILINGS IN AREAS BELOW ON THE THIRD FLOOR TO ACCESS FOR PLUMBING
MODIFICATIONS. REPLACE/REPAIR/PAINT TO MATCH EXISTING TO BE LIKE NEW.

D21 REMOVE EXISTING COAT HOOKS; SALVAGE AND REINSTALL PER NEW WORK PLAN.
D22 EXISTING COAT HOOKS TO REMAIN.
D23 REMOVE ROOM BASE.

D24 REMOVE EXISTING HANDRAIL AND MOUNTING BRACKETS. SALVAGE TO REINSTALL PER
NEW WORK PLAN.

D25 REMOVE EXISTING LIGHT FIXTURE. SALVAGE. SEE ELECTRICAL DRAWINGS AND
SPECIFICATIONS.

D26 EXISTING LIGHT FIXTURE TO REMAIN. SEE ELECTRICAL DRAWINGS.

D27 REMOVE EXISTING COVE LIGHT FIXTURE. SALVAGE AND REINSTALL PER NEW WORK PLAN
ON ELECTRICAL DRAWINGS.

D28 REMOVE EXISTING CUBICLE CURTAIN TRACK.
D29 EXISTING CUBICLE CURTAIN TRACK TO REMAIN.

D30 EXISTING CEILING TO REMAIN. MODIFY AT MODIFIED PARTITION WALLS AND AT RELOCATED
CEILING DEVICES. SEE NEW WORK PLANS.

D31 REMOVE PORTION OF EXISTING WALLBOARD HEADER FOR NEW WALL PARTITION.

D32 REMOVE EXISTING PAPER TOWEL DISPENSER, SOAP DISPENSER, ALCOHOL HAND
DISPENSER AND POP-UP SAFETY ZONE DISPENSER. SALVAGE AND REINSTALL PER NEW
WORK PLAN.

D33 REMOVE EXISTING ALCOHOL HAND DISPENSER; REINSTALL PER NEW WORK PLAN.
D34 EXISTING SIGNAGE TO BE REMOVED BY OWNER.

LEGEND

ACT - EXISTING ACOUSTICAL LAY-IN CEILING TILE
REMOVE AND REINSTALL AS NECESSARY TO INSTALL NEW PLUMBING ABOVE.
REPLACE ANY BROKEN OR DAMAGED CEILING TILES.

GB - EXISTING GYPSUM BOARD CEILING
REMOVE PORTION OF CEILING AS NECESSARY TO INSTALL NEW PLUMBING ABOVE.
REPAIR WALLBOARD CEILING WITH LIKE MATERIALS. REPAINT ENTIRE ROOM

partial second floor - demolition NORTH GELING TO WATOH EXISTNG,
/3 plan

A131) =t

16

one foot
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NORTH

NORTH

DOOR OPENING ‘
DOOR SIZE DOOR | DOORMATL | FRAME LABEL ‘
NO WIDTH | HEIGHT | TYPE FINISH TYPE | FRAME MATLFINISH | (MINS) | DETAIL | HDWR SET REMARKS
3M033 [3-8"[7-0" | FL | sc.wooD | A HM.PAINTED | --- 4 HW-2 [REINSTALL EXISTING LOCKSET WITH NEW BALANCE OF
STAINED HARDWARE = - o P
3p033A[3-8"[7-0" | FL [ sc.wooD [ A H.M. PAINTED 4 HW-1 [REINSTALL EXISTING LOCKSET WITH NEW BALANCE OF — v — ) I—
STAINED HARDWARE w NSRS
OPENING WIDTH ’
/ ®
/
/ _ A STAINLESS STEEL B
% = 1) CORNER GUARD
/ m
pu g
N % STAINLESS STEEL
N @ END CAP
(@)
N
. /s \_corner guards and end caps
A2.3.1 3'=1-0"
FLUSH DOOR NEW HOLLOW METAL
DOOR FRAME
3\ door and frame elevations
A2.3.1 114" = 10"
25/8"
> SEE SHEET L1.01 FOR
T— PARTITION TYPES
o J B |
L /(7 \i/’ “; n
) E 3 - 5/8" WALLBOARD ON
= = Ko METAL STUDS;
,% e g 'é \L? SEE PARTITION TYPE
[Te) . < w ///?/jl S 47/8" :j\,w
L . //ﬁ, 3 FV. -
G | = — WOOD HANDRAIL
w = —|
SEALANT . ° 2 I #10 X 2" PH FLAT HEAD SMS
35/8"16 GA IE N LS i Sl e oc o
MET. STUD GROUT JAMB SOLID E: | oql [°
UI" (O] === \P\
TIE ~ HORIZONTAL
NOTE #1: HEAD DETAIL IS SIMILAR 412 o i METAL STUD BLOCKING;
NOTE #2: SEE WALL TYPE LEGEND AND FLOOR PLANS FOR LOCATIONS =4 ‘ ] WTQ‘ gpﬁg ggg‘EDVSVSW'TH
OF THICKER WALLS AND ADJUST FRAME ACCORDINGLY. |2 '
S
—
STAINLESS STEEL
MOUNTING BRACKET
7\ detail - h. m. door frame
A231) w=1o —

(5

NOTE: ALL DOOR FRAMES TO BE
HELD 6" FROM WALL ON HINGE SIDE
UNLESS NOTED OTHERWISE

_1

VARIES
SEE PLANS

-

6"

SEE NOTE

AN

SEALANT, TYP.

detail - typ. door jamb location

A2.3.1

\281/

AC

9\ hand rails and blocking
W 3"=1-0"

O
4 ‘
]

GENERAL FLOOR PLAN NOTES

A.  SEE SHEET GI0-02 FOR WALL TYPES. ALL WALLS ARE FULL HEIGHT, TYPE 3A, U.N.O.
B. SEE SHEET SERIES A9 FOR FINISH INFORMATION.
C. SEE THIS SHEET FOR DOOR SCHEDULE AND HARDWARE. SEE SPECIFICATIONS.
D. ROOM NUMBERS USED HERE ARE FOR THE PURPOSES OF THIS PROJECT.
VERIFY ANY FINAL ROOM NUMBERING SYSTEM WITH THE OWNER PRIOR
TO MAKING FINAL MARKS OR SCHEDULES RELATED TO ROOM NUMBERS.
E. PATCH AND REPAIR ANY SURFACE OR OTHER ITEM DAMAGED BY OR
INVOLVED IN CONSTRUCTION ACTIVITIES TO "AS NEW". REFER TO ENGINEERING
DRAWINGS FOR M/ E/ P WORK THAT MAY REQUIRE PATCHING BY GENERAL
TRADES CONTRACTOR.
F.  PATCH EXISTING FLOOR AND LEVEL IN PREPARATION FOR NEW FINISHED FLOOR .
G. SEE DEMOLITION AND PHASING DRAWINGS. A1 SERIES.

H.  PROVIDE FIRE WATCH AND SUBMIT BURN PERMITS FOR ANY WORK REQUIRING USE OF
TOOLS PRODUCING A FLAME.

[. BLOCKING NOTED IN WALLS SHOULD BE HORIZONTAL METAL STUDS. SEE DETAIL
9/A2.3.1.

FLOOR PLAN CODED NOTES

A1 EXISTING TO REMAIN.

A2 NEW PARTITION WALL. SEE PARTITION SCHEDULE ON SHEET Gl0-02.

A3 INFILL EXISTING PARTITION TO MATCH EXISTING. SEE PARTITION SCHEDULE ON SHEET GI0-02.
A4 NEW WOOD DOOR IN HOLLOW METAL FRAME. PAINT FRAME. SEE DOOR SCHEDULE THIS SHEET.
A5 EXISTING DOOR TO REMAIN.

A6 NEW PASS WINDOW W/ LOCK AND PL.LAM TRANSACTION TOP. SEE DETAIL 12/A8.3.1.

A7 MILLWORK. SEE ELEVATIONS AND DETAILS, SHEET A8.3.1.

A8 PROVIDE BLOCKING IN WALLS FOR OWNER FURNISHED AND OWNER INSTALLED SYSTEMS
FURNITURE. SEE LOCATIONS ON SHEET A9.3.1. REPAIR EXISTING PARTITION WALLS TO LEVEL 4
FINISH.

A9 CUBICLE CURTAIN TRACKS, CFCI. CURTAINS, OFOI. ;
A10 EXISTING CUBICLE CURTAIN TRACK TO REMAIN. B

A11 EXTEND EXISTING WOOD / METAL HANDRAIL ALONG WALL EXTENSION. REUSE SALVAGED END CAPS
AND WOOD RAIL SUPPLEMENTING WITH NEW AS NEEDED. INSTALL BLOCKING IN EXISTING AND NEW
WALL PARTITIONS AND REPAIR EXISTING PARTITION WALLBOARD TO LEVEL FOUR FINISH. SEE
DETAIL 9/A2.3.1.

A12 WOOD / METAL HANDRAIL TO MATCH EXISTING. PROVIDE BLOCKING IN PARTITIONS. SEE DETAIL
9/A2.3.1.

A13 EXISTING COAT HOOKS TO REMAIN.

A14 REINSTALL EXISTING COAT HOOK AT NEW LOCATION.
A15 NEW COAT HOOK.

A16 WALL MOUNTED SINK. SEE PLUMBING DRAWINGS.
A17 EYE WASH. SEE PLUMBING DRAWINGS.

A18 REINSTALL EXISTING SOAP, ALCOHOL AND PAPER TOWEL DISPENSER AT SINK. SEE ELEVATIONS
SHEET A8.3.1.

A19 SOAP, ALCOHOL AND PAPER TOWEL DISPENSER, OFCI.
A20 ADA TURNING RADIUS.

A21 90 DEGREE STAINLESS STEEL CORNER GUARD TO MATCH EXISTING. HEIGHT TO 7'-2" A.F.F. SEE
DETAIL 8B/A2.3.1.

A22 STAINLESS STEEL END CAP GUARD TO MATCH EXISTING. HEIGHT TO 7'-2" A.F.F. SEE PARTITION
SCHEDULE ON Gl0-02 FOR WIDTH. SEE DETAIL 8A/A2.3.1.

A23 EXISTING PNEUMATIC TUBE STATION TO REMAIN.

A24 PROVIDE BLOCKING IN WALLS FOR OFCI COMPUTER WALL BRACKETS. SEE ELEVATIONS SHEET
A8.3.1 FOR TYPICAL LAYOUT. REPAIR EXISTING WALLBOARD ON EXISTING PARTITIONS TO LEVEL 4
FINISH.

A25 LINE OF SOFFIT ABOVE. SEE REFLECTED CEILING DRAWINGS. ~
A26 SIGNAGE OFOl.

A27 EXISTING COMPUTER WALL BRACKET TO REMAIN.

A28 EXISTING WOOD HANDRAIL TO REMAIN.

A29 EXISTING PASS THROUGH WINDOW TO REMAIN.

D

REFLECTED CEILING PLAN GENERAL NOTES

REFLECTED CEILING CODED NOTES

A.  SEE SHEET GI0-02 FOR WALL TYPES.

SEE ENGINEERING DRAWINGS FOR ADDITIONAL INFORMATION REGARDING
CEILING MOUNTED DEVICES. COORDINATE WITH ARCHITECTURAL CEILING
PLAN FOR LAYOUT OF ANY DEVICES NOT SHOWN HERE. VERIFY WITH
ARCHITECT IF DISCREPANCIES EXIST.

w

C. CENTER NEW CEILING GRID IN ROOMS, UNLESS CALLED OUT OTHERWISE, TYP.

D. SEE FINISH DRAWING A9 SERIES FOR SOFFIT COLOR DESIGNATION. SOFFIT TO BE AT 8-2"
ABOVE FINISHED FLOOR U.N.O.

m

DO NOT REMOVE ANY SPEAKERS OR OTHER CEILING MOUNTED DEVICES
UNLESS EXPRESSLY STATED ON ENGINEERING DRAWINGS.

F.  FINISHED ACOUSTICAL CEILINGS TO BE 9-0" AFF.F. UN.O,;

G. NEWACT-1IN ALL AREAS OF WORK U.N.O.

3"=1-0"
EO %
‘\‘\‘\‘\‘\‘\‘\‘\‘\‘i;
OUSTICAL CEILING

5/8" WALLBOARD

ON 3 5/8" METAL STUDS

AT 1

6" 0.C. TOAMIN. 6"
ABOVE CEILING.

SEE FINISH DRAWINGS

(o)

PARTITONWALL ——————— |

H.  SALVAGE LIGHT FIXTURES BEING RELOCATED; CLEAN AND REINSTALL PER NEW LAYOUT.
SEE ALSO ELECTRICAL DRAWINGS.

VARIES

REFLECTED CEILING PLAN

GENERALLY, ONLY CEILING MOUNTED FIXTURES ARE SHOWN ON THIS PLAN. REFER TO THE

ELECTRICAL LIGHTING PLANS FOR COMPLETE INFORMATION ON THE TYPE AND LOCATION OF
ALL EXIT, DISCHARGE, AND EMERGENCY EGRESS FIXTURES.

detail - wallboard soffit at partition

11/2"=1-0"

\231)

CONTINUOUS METAL FURRING
OVER TRACK, WIRED TO
STRUCTURE ABOVE

SCREWS PER CUBICLE
CURTAIN/ IV

TRACK MANUFACTURER
REQUIREMENTS

VARIES
ACOUSTIC CEILING TILE & GRID
GYPSUM BOARD CEILING
EXISTING LIGHT FIXTURE TO REMAIN
E
RELOCATED LIGHT FIXTURE
R
SUSPENDED ACOUSTICAL
CEILING TILE AND GRID,
WIRED TO STRUCTURE ABOVE. NEW LIGHT FIXTURE
% LIGHT FIXTURE
—— CUBICLE CURTAIN / IV TRACK. INSTALL
PER MANUFACTURER REQTTS. RETURN AIR GRILLE
CUBICLE CURTAIN/IV, SEE
SPECIFICATIONS
SUPPLY AIR DIFFUSER

7\ detail - cubicle curtain / iv track

N

3 =1Q"

R1 EXISTING TO REMAIN.

R2 EXISTING LIGHT FIXTURE TO REMAIN.

R3 RELOCATED LIGHT FIXTURE. SEE ELECTRICAL DRAWINGS.
R4 NEW LIGHT FIXTURE. SEE ELECTRICAL DRAWINGS.

R5 EXISTING ACOUSTICAL CEILING AND GRID TO REMAIN. MODIFY AT MODIFIED PARTITION WALLS, LIGHT
FIXTURES AND OTHER FIXTURES. SEE HVAC AND LIGHTING DRAWINGS.

R6 WALLBOARD SOFFIT. PAINT ACCENT COLOR ALL SIDES AND BOTTOM.

R7 EXISTING CUBICLE CURTAIN TRACK TO REMAIN. ADJUST TRACK AS NEEDED AT MODIFIED PARTITION
WALLS AND AT MODIFIED CEILING TILES.

R8 CUBICLE CURTAIN TRACK, CFCI. CURTAIN, OFOI. SEE FLOOR PLANS FOR DIMENSIONS. D
R9 NEW ACOUSTICAL CEILING AND GRID TO MATCH EXISTING AT EXISTING CEILIING ELEVATION. SEE
HVAC DRAWINGS FOR NEW DIFFUSERS AND RETURN AIR DEVICES; SEE ELECTRICAL DRAWINGS.
R10 REINSTALL EXISTING SALVAGED WALL MOUNTED LIGHT FIXTURES. SEE ELECTRICAL DRAWINGS.
R11 REMOVE AND REPLACE EXISTING ACT IN CORRIDOR AND ROOMS FROM THIS POINT TO THE
ELECTRICAL AND DATA ROOMS NOTED IN ELECTRICAL DRAWINGS, TO INSTALL NEW WIRING TO
PANELS.

L AREA OF WORK

AR b LEE

NORTH

third floor - key plan

1"=160-0"
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1
EXISTING USER
— WORK AREA TO

o REMAIN DURING
PHASE ONE

3A0XX]

3A040

3A0XY]

3A0XZ

/1 \_partial third floor - phase 1 plan

3A002

I

===

EXISTING BAYS|TO REMAIN
DURING PHASE ONE

I
1

______ G

NO ACCESS
THROUGH

DOOR; DEMO

DOOR AND PORTION
OF PARTITION AT
END OF PHASE

ONE

i

e —

e \ =

-/ I

SPECIMEN
COLLECTION

3A033
|
I
I
EXISTING |
TO REMAIN

UNTIL END O
PHASE ONE |

(I N R B

PARTITIONS [~ — [~ ]

EXISTING BAYS
TO REMAIN DURING
PHASE ONE

3A080

o g
MINIMIZE

A3.3.1

WAITING
3A075

26"
MINIMIZE

A331/ =10

MAINTAIN ACCESS
O EXISTING ROOM

MAINTAIN ACCESS
0 EXISTING ROOM

/2 partial third floor - phase 2 plan

I
I
I

==

EXISTING BAYS TO|REMAIN OPERATIONAL

DURING PHASE TV\fO

NEW RECEPTION TO
BE OPERATIONAL
DURING PHASE TWO

=S

=

|
TEMPORARY
BARRIERS

~

NEW BAYS TO BE OPERATIONAL
DURINGlPHASE TWO

-

A331/) tw=10

PHASING PLAN GENERAL NOTES

NORTH

NORTH

WORK SHALL BE PHASED ALLOWING THE EXISTING SPECIMEN COLLECTION TENANTS TO
REMAIN DURING CONSTRUCTION.

PHASE ONE: EXPANSION AREA

1. CONSTRUCT THE AREA OF EXPANSION OUT INTO THE WAITING AREA, LEAVING EXISTING
PARTITIONS BETWEEN NEW AND EXISTING IN PLACE UNTIL THE END OF PHASE ONE. REMAINING AREA
SHALL BE OCCUPIED BY THE EXISTING TENANTS USING THE EXISTING WEST DOOR ENTRANCE.

2. REMOVE EXISTING PARTITIONS BETWEEN NEW AND EXISTING WORK AT END OF PHASED WORK
IN PREPARATION FOR NEW FLOORING AND NEXT PHASE OF WORK. COORDINATE SCHEDULE WITH COR.

3. INSTALL NEW FLOORING IN ENTIRE SUITE AT END OF PHASE ONE. PROTECT FROM FURTHER
RENOVATION WORK. COORDINATE SCHEDULE WITH COR.

PHASE TWO: RENOVATE THE EXISTING SUITE AREAS.

AREA A. RENOVATE THE EXISTING SPECIMEN DROP AREA, REPLACING EXISTING DOOR AND
INFILLING WINDOW AT SAME TIME AS AREA 2B. TURN OVER AREA 2A AS SOON AS
POSSIBLE TO OWNER AND REDUCE THE SIZE OF THE CONSTRUCTION ZONE.
(TENANTS WILL NOW BE USING THE NEWLY RENOVATED ADJACENT
AREA PHASE ONE DURING THIS CONSTRUCTION).

AREA B. RENOVATE THE EXISTING BAY AREAS 3, 4, AND 5 AT SAME TIME AS AREA 2A.

AREA C. STAFF MUST MAINTAIN ACCESS TO THE EXISTING PNEUMATIC TUBE STATION (PTS) DURING
PHASE TWO CONSTRUCTION FROM NEWLY PHASE ONE RENOVATED AREA.

THE NEW SINK ON SOUTH WALL CAN BE PHASED AT BEGINNING OR END OF THE SECOND
PHASE TO NOT OBSTRUCT THE ACCESS TO THE PTS.

CONSTRUCT TEMPORARY PARTITIONS AS REQUIRED TO MANAGE PHASES ONE AND TWO,
PROVIDING DUST AND NOISE CONTROL TO ADJACENT SPACES OF THE AMBULATORY CARE CENTER.

MAINTAIN ACCESS INTO THE SPECIMEN COLLECTION SUITE AREAS AT ALL TIMES THROUGH ONE OF
THE TWO SETS OF DOORS FOR USE BY STAFF AND PATIENTS. MAINTAIN A MINIMUM OF 5 WORKING
BLOOD DRAW STATIONS AT ANY TIME DURING THE CONSTRUCTION.

SEE DEMOLITION AND NEW WORK PLANS.

E EXG FLOOR SLAB ABOVE
SEAL AROUND ALL FIRE RETARDANT WOOD NAILER/ FRAMING

PIPE AND DUCT |
PENETRATIONS N fe———— CLOSE OPEN DUCTS WITH 6 MIL POLY.
| SEAL WITH DUCT TAPE
IN THE
PARTITION AND ‘
POLY BARRIER I"\ — LINE OF EXISTING OR NEW CEILING
WITH DUCT
TAPE. - CLOSE CEILING SPACE WITH 6 MIL POLY.
9] SEAL ALL JOINT PENETRATIONS AND PERIMETER
= : WITH DUCT TAPE FOR DUST TIGHT CONDITION.
SEAL PERIMETER
OF WALL WITH DUCT TAPE
TEMPORARY FULL HEIGHT PARTITION WALL
FROM FLOOR TO FINISHED CEILING. 5/8" GYP. BD.
ON 3 5/8" METAL STUDS; FINISHED SIDE WITH
GLOSS PAINT; BATT INSULATION TO CEILING
SEAL PERIMETER -
OF WALL WITH LINE OF EXG FLOOR BELOW
DUCT TAPE ; % : :
OCCUPIED SIDE CONSTRUCTION SIDE

/3 \_section - ICRA partition
W 1/4"=1-0"
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@ . @ LocK ENISHED ALUMINUM TRACK HEADER
¢ ' ) y - BL-A SLOPED TOP %
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w 12" =1-0"
WALLBOARD FINISHED END BEYOND
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i \ _______________
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™~ WALLBOARD PARTITION B \ |
SYSTEMS FURNITURE
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existing handralil

/s \_existing door hardware

/10\_existing

cove lighting

1/32"=1-0"

A8.3.1

1/32"=1-0"

A8.3.1 A8.3.1

b

412"

/u\_section - tall cabinet

1/32"=1-0"

- A8.3.1

1"= 10"

E ROOM BASE

/12 section - intake counter BL-A

A8.3.1

11/2"=1-0"

ELEVATION GENERAL NOTES

A.  REFER TO SPECIFICATIONS FOR MORE INFORMATION REGARDING EXACT CABINET
CONSTRUCTION AND HARDWARE REQUIREMENTS.

B. APPLY FINISH GRADE PLASTIC LAMINATE TO ALL EXPOSED AND SEMI-EXPOSED SURFACES OF
MILLWORK. REFER TO SPECIFICATIONS.

C. FIELD VERIFY ALL DIMENSIONS BEFORE FABRICATING MILLWORK AND RELATED COMPONENTS.

D. COORDINATE WITH ELECTRICAL AND PLUMBING CONTRACTORS TO LOCATE THEIR WORK
AS REQUIRED TO ACCOMMODATE CASEWORK SHOWN HERE.

E. PROVIDE 1"RADIUS ON ALL EXPOSED OUTSIDE COUNTER CORNERS.

F. PROVIDE NON-COMBUSTABLE WOOD BLOCKING AT TOP, MIDDLE AND BOTTOM OF ALL TALL
WALL CABINETS.

G. PAINT ALL WOOD CLEATS TO MATCH ADJACENT WALL.
H.  PAINT ALL EXPOSED WOOD BLOCKING TO MATCH ADJACENT WALL.

J. ALL COUNTERTOPS AND BACKSPLASHES TO BE CAULKED TO WALL FLUSH W/TOP OF SPLASH
OR COUNTER.

K. PROVIDE FIRE TREATED BLOCKING IN WALL BEHIND ALL CABINETS.
L. SEE MATERIAL FINISHES IN SPECIFICATIONS.

M. VERIFY DIMENSIONS OF ALL OFOI EQUIPMENT SITTING INSIDE / ON MILLWORK CABINETS.

ELEVATION CODED NOTES

M1 EXISTING FRAMED OPENING TO REMAIN.

M2 NEW DOOR, FRAME AND HINGES. REINSTALL BALANCE OF EXISTING HARDWARE FROM SALVAGED
DOOR FROM THIS LOCATION. PAINT FRAME.

M3 CONTROL JOINT IN PARTITION TO ALIGN WITH EDGE OF DOOR FRAME OR WINDOW EDGE, BOTH
SIDES OF WALL PARTITION. SEE DETAIL THIS SHEET.

M4 SYSTEMS FURNITURE, OFOIl. CONTRACTOR TO PROVIDE BLOCKING IN WALL FOR OWNER. REPAIR
WALLBOARD TO MATCH SAME LEVEL OF FINISH.

M5 PAINT WALL. SEE FINISH SCHEDULE.
M6 INTEGRAL ROOM BASE WITH ALUMINUM CAP. SEE FINISH SCHEDULE.
M7 RESILIENT ROOM BASE. SEE FINISH SCHEDULE.
M8 EQUIPMENT, OFQlL.
M9 LIGHT SWITCH. SEE ELECTRICAL DRAWINGS.
M10 ELECTRICAL DUPLEX OUTLET. SEE ELECTRICAL DRAWINGS.
M11 DATA OUTLET. SEE ELECTRICAL DRAWINGS.
M12 SLIDING GLASS WINDOW WITH LOCK.
M13 SINK. PROVIDE INSULATION WRAP ON DRAIN. SEE PLUMBING DRAWINGS.
M14 MILLWORK. SEE DETAILS.
M15 NEW STAINLESS STEEL CORNER GUARD.
M16 NEW STAINLESS STEEL END CAP.
M17 CLOCK. OFCI (OWNER FURNISHED, CONTRACTOR INSTALLED)
M18 WALL MOUNTED COMPUTER BRACKET ARM, OFCI.
M19 CUBICLE CURTAIN TRACK AT CEILING. CURTAIN OFOI.
M20 PLASTIC LAMINATE SLOPED TOP. SEE DETAILS.
M21 PLASTIC LAMINATE FINISHED END PANEL.
M22 COAT ROD.
M23 PAPER TOWEL DISPENSER, OFCI.
M24 SOAP DISPENSER, OFCI.
M25 SAFETY CONE WALL DISPENSER, OFCI.
M26 EYE WASH. SEE PLUMBING DRAWINGS.
M27 ALCOHOL HAND DISPENSER. OFCI.
M28 GLOVES DISPENSER, OFCI.
M29 EXISTING PNEUMATIC TUBE STATION TO REMAIN.

M30 PLASTIC LAMINATE SHELVES, OFOl. CONTRACTOR TO PROVIDE BLOCKING IN EXISTING WALL AND
REPAIR WALLBOARD IN PREPARATION OF OWNERS SHELVES.

M31 REINSTALL EXISTING SALVAGED WALL MOUNTED LIGHT FIXTURES. SEE ELECTRICAL DRAWINGS.

M32 WOOD HANDRAIL. CONTRACTOR TO PROVIDE BLOCKING IN NEW AND EXISTING WALLS.
CONTRACTOR TO REPAIR EXISTING PARTITION WALLBOARD TO SAME LEVEL OF FINISH AS EXISTING.

M33 WALLBOARD SOFFIT. PAINT ACCENT COLOR. SEE FINISH SCHEDULE.
M34 ELECTRICAL QUAD OUTLET. SEE ELECTRICAL DRAWINGS.

M35 COAT HOOK, CFCL.

M36 PLASTIC LAMINATE TRANSACTION COUNTERTOP. SEE DETAIL.

WALLBOARD CONTROL JOINT.

/1\_non-rated control joint
w 3'=1-" ’
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ROOM FINISH SCHEDULE SEE SHEET GI0-02 FOR WALL TYPES.
SEE SHEET A2.3.1 FOR FLOOR PLANS.
WALLS (SUBSTRATE/FINISH) CEILING
ROOM NO ROOM NAME FLOOR BASE NORTH EAST SOUTH WEST MATL/FINISH REMARKS SEE SHEET A2.3.1 FOR CEILING HEIGHTS AND PAINTED SOFFIT COLORS.
3A002 [EXISTING CORRIDOR EXG MATCH EXG EXG - P-1 - EXG MATCH EXISTING FINISHES PATCH AND REPAIR ANY SURFACE OR OTHER ITEM DAMAGE BY OR INVOLVED
3A033 [SPECIMEN COLLECTION WSF-1 WWSF-1 P-1 P-1 P-1/P-3 P-1/P-3 ACT-1 SEE PLANS FOR ACCENT WALL PAINT LOCATIONS IN CONSTRUCTION ACTIVITIES TO "AS NEW". REFER TO ENGINEERING DRAWINGS
3A040 [EXISTING CORRIDOR EXG MATCH EXG - P-1 - EXG EXG MATCH EXISTING FINISHES FOR M/E/P WORK THAT MAY REQUIRE PATCHING BY GENERAL TRADES
3A075 |WAITING EXG MATCH EXG - EXG - P-1 ACT-2 SEE PLANS FOR ACCENT PAINT ON SOFFIT CONTRACTOR.
3A080 [EXISTING CORRIDOR EXG MATCH EXG P-1 - EXG - EXG MATCH EXISTING FINISHES

ACCENT PAINT P-3

A

TO MATCH EXISTING

PAINT P-1 TYP. ALL WALLS
IN SUITE, U.O.N.

SHEET VINYL FLOOR

\W/ 6" INTEGRAL BASE

SPECIMEN
COLLECTION

3A033
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COUNTERTOP
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L WOOD HANDRAIL
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SEE PROJECT MANUAL, SECTION 09 06 00 SCHEDULE FOR FINISHES

NEW AND EXISTING DOOR FRAMES TO BE PAINTED P-2, EXCEPT WHERE NOTED OTHERWISE.

WHERE POSSIBLE, PAINT COLOR AS NOTED SHOULD EXTEND TO LOGICAL TERMINATION
POINT - INSIDE CORNER, REVEAL, OR ADJACENT MATERIAL.

ALL FLOORS, WALLS, CEILINGS, TRIM AND MISCELLANEOUS FEATURES THROUGHOUT THIS
PACKAGE, SHALL RECEIVE NEW FINISHES, COLOR, TYPE, AND PATTERN AS NOTED ON A9.3.1
FINISH DRAWINGS AND IN PROJECT MANUAL.
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